
S M A R T   B A S K E T ™ 
 

Installation Instructions 
 
 

1. Parts: top tube clamp, flat rubber spacers, 35mm screw, lock nut.  Check the 
diameter of the top tube.  Use the flat rubber spacers so that, when squeezed, 
the tabs on the clamp hang straight down or slightly flared out.  

1 1/8 dia. use 2x thick spacers 
1 1/4 dia. use 1x thick spacer 
1 3/8 dia. use 1x thin spacer 

Snap the clamp onto the top tube, using the flat rubber to protect the frame.  
Install the screw and lock nut through the rearward holes.  Tighten only finger 
tight so that the clamp can rotate and slide. 
 

2. Parts: supports, head tube plate and washer, edge strip, 2x 25mm hex bolts, 2x 
nuts with star washer.  Assemble the supports by installing the bolts and washer 
through the holes in the middle of the supports from the top.  Loosely fasten the 
plate on the bottom with the nuts so that the plate can slide along the slots.  
Snap the edge strip on to the curved edge of the plate. 

 

 
 

3. Parts: support assembly, grey rubber tubes (thick, medium, thin).  Test fit the 
support assembly to the frame by holding the supports level and the plate 
against the front of the head tube.  Move the assembly so that one set of holes 
roughly aligns with the holes in the top tube clamp.  Use the adjustment slots in 
the plate to accommodate different size head tubes.  Estimate the thickness of the 



rubber tubes needed to create even contact with the head tube and down tube 
when the supports are squeezed together (use thinner when possible).  On a 
workbench, tighten the plate in the chosen position medium tight (the supports 
can still pivot).  Slide the chosen rubber tubes into position on the supports.  The 
forward rubber tubes will stop at the edge of the plate.  Use talcum powder on 
the surfaces to ease assembly. 

 

           
 

4. Parts: support assembly, 74mm screw, cap nut.  Install the support assembly onto 
the frame – the assembly will mostly contact the head tube.  Line up the holes in 
the supports and the clamp and install the screw loosely with the cap nut.  Use 
gentle tapping or turn the screw with a screwdriver if necessary to pass through 
the last hole.  Slide the clamp along the top tube to adjust the position of the 
support assembly.  The optimal position is with the supports level or slightly tilted 
upward and the head tube plate resting about 1/16 to 1/4 inch above the 
bearing.  Tighten the clamp moderately – do not over tighten.  Tighten the 74mm 
screw to pull the supports into firm contact with the clamp and the down tube – 
do not over tighten.  Check the clamp screw for moderate tightness.  Tighten the 
two bolts at the head tube plate firmly. 

 
5. Parts: basket or box, 4x 25mm screws, 4x large washers, 4x lock nuts.  Center 

the basket or box on the supports just forward of the head tube washer, and 
attach with the screws and washers from above.  Install and tighten the lock nuts 
from below – do not over tighten. 


